Results (page 1): compatible change software 

Jala™ 




(Full Service) ■> " (Limited Service, Free) Logiri 

Search : ® The ACM Digital Library C The Guide 



compatible change software 

Terms used : compatible change software 



Sort results by pelevance 3 ^ ;V?; ' V ■' : * ■ ;J ts? 50 a 8inder 
Display results [i^didlo^ T| f . ^ ^ ^ & ^ 



Refine these results with \Q\ ea Se 
Try this search in The ACM Guide 



Results 1 - 20 of 4,829 



Result page: 1 2 3 4 5 6 7 8 9 10 next 



Sell Man g c 

Jeff Kramer, Jeff Magee 

May 2007 FOSE '0 7: 2007 Future of Software Engineering 
Publisher: IEEE Computer Society 

Full text available: ^ \Bs Additional Information 

Bibliometrics: Downloads (6 Weeks): 18, Downloads (12 Months): 452, Citation Count: 4 

Self-management is put forward as one of the means by which we could provide systems that 
are scalable, support dynamic composition and rigorous analysis, and are flexible and robust in 
the presence of change. In this paper, we focus on architectural ... 
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heterogeneous legacy databases and software modules. We will define the concept of a 
heterogeneous temporal probabilistic (HTP) agent. Such agents can be built ... 
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We present a new, automatic technigue to assess whether replacing a component of a software 
system by a purportedly compatible component may change the behavior of the system. The 
technigue operates before integrating the new component into the system ... 



Foxit PDF E 
The first anc 
real PDF edi 
Modify your 
document e; 



Keywords: software components, software upgrades, specification matching 



i.acm.org/results.cfm?query=compatible%20change%20software&querydisp=compatible%20.. 



5/21/2008 



Results (page 1): compatible change software 

4 Predicting problems caused by component upgrades 

.,.*» Stephen McCamant, Michael D. Ernst 

^ September 2003 ACM SI GSOFT Softw are Engineering Notes, volume 28 issue 5 
Publisher: ACM 

Full text available: *ff|_gdf(l42,S2_ KB) Additional Information ,.->•> ? 

Bibliometrics: Downloads (6 Weeks): 4, Downloads (12 Months): 53, Citation Count: 5 

We present a new, automatic technique to assess whether replacing a component of a software 
system by a purportedly compatible component may change the behavior of the system. The 
technique operates before integrating the new component into the system ... 
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Automatic-verification capability tends to be packaged into stand-alone tools, as opposed to 
components that are easily integrated into a larger software-development environment. Such 
packaging complicates integration because it involves translating ... 
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In an evolving software system, components must be able to change independently while 
remaining compatible with their peers. One obstacle to independent evolution is the brittle 
parameter problem: the ability of two components to communicate can ... 
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In an evolving software system, components must be able to change independently while 
remaining compatible with their peers. One obstacle to independent evolution is the brittle 
parameter problem: the ability of two components to communicate can ... 
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Ethernet is pervasive. This is due in part to its ease of use. Equipment can be added to an 
Ethernet network with little or no manual configuration. Furthermore, Ethernet is self-healing in 
the event of equipment failure or removal. However, there are ... 

Keywords: count to infinity, ethernet, forwarding loop, network watchdog, reliability 



9 , N , N O v. " " -i wawxKx 

Khaled Elmeleegy, Alan L. Cox, T. S. Eugene Ng 

October 2007 ACM SI GCOMM Com puter Com m unication Review , volume 37 issue 4 
Publisher: ACM 

Full text available: "F] Additional Information: : ; ; ; on, abstract, references, index tern.;; 

Bibliometrics: Downloads (6 Weeks): 16, Downloads (12 Months): 152, Citation Count: 0 

Ethernet is pervasive. This is due in part to its ease of use. Equipment can be added to an 
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We describe a prototype software tool suite for semantic information integration; it has the 
following features. First, it can import local metadata as well as a domain ontology. Imported 
metadata is stored persistently in an ontological format. Second, ... 
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We are announcing the first release of Viptos (Visual Ptolemy and TinyOS), an integrated 
graphical development and simulation environment for TinyOS-based wireless sensor networks. 
Viptos allows developers to create block and arrow diagrams to construct ... 
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This presentation documents the creation of an interactive multimedia CD about the Vietnam 
War. Material used in the CD was selected from a website devoted to collecting reminiscences 
about the War from people who were affected by it. The website was ... 
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The Space Station will be a large, permanent, multi-purpose facility with comfortable living 
quarters for a crew of up to eight people. It will consist of four habitable modules and a truss to 
which payloads which do not require human involvement can ... 
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Engineers of large systems must be concerned with both design of new systems and 
maintenance of existing systems. A great deal of effort goes into arranging things so that 
systems may be maintained and extended when needed, and that new systems fit into ... 
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A novel research method, the eye-movement-contingent release of speech method, was 
developed to examine the use and nature of the sound code in visual word recognition in 
reading. A new multi-modalities eye tracking system ("SEE") was developed ... 



16 DAISY: .d.ynamjc corn vie ] -htte 
,«., Kemal Ebcioglu, Erik R. Altman 

June 1997 I SCA '97: Proceedings of the 24th annual international symposium on Computer 
architecture 

Publisher: ACM 

Full text available: ^.pdt{1_,_97_ MB} Additional Information: jui! oitstigsi, abstract, rete rsnces, dtad.bv, index t^rms 
Bibliometrics: Downloads (6 Weeks): 8, Downloads (12 Months): 62, Citation Count: 75 

Although VLIW architectures offer the advantages of simplicity of design and high issue rates, a 
major impediment to their use is that they are not compatible with the existing software base. 
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Although VLIW architectures offer the advantages of simplicity of design and high issue rates, a 
major impediment to their use is that they are not compatible with the existing software base. 
We describe new simple hardware features for a VLIW machine ... 

Keywords: binary translation, dynamic compilation, instruction-level parallelism, object code 
compatible VLIW, superscalar 



18 ^ ; , - , , s N N >binina changes. to. programs 

Valdis Berzins 

November 1994 ACM Transactions on Programming Languages and Systems (TOPLAS), 

Volume 16 Issue 6 

Publisher: ACM 

Full text available: fl odK? 07 Mm Additional Information: feii citation, ahstra*. reference:;, cited by, index es, 
U ^ * review 

Bibliometrics: Downloads (6 Weeks): 3, Downloads (12 Months): 33, Citation Count: 5 

We present a language-independent semantic model of the process of combining changes to 
programs. This model extends the domains used in denotational semantics (complete partial 
orders) to Boolean algebras, and represents incompatible modifications as ... 
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As Ada 9X unfolds, it is valuable to examine the evolution of Ada-83 to determine the strengths 
and weaknesses of both the design process and the language. Ada is the outgrowth of the DoD 
Language Standardization, Convergence and Modernization program, ... 
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The question of replacing a single density, two-channel, two-controller disc system with a less 
costly, plug compatible, dual density, single channel, single controller system having the same 
capacity is considered. A simulation model is designed to ... 
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